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1. Construction and equipment of the line :

a. vonstruction was started dnring the war,

The pipes were laid in a depth of 2 to 2imelers.
The bottom of the ditch was 1! to ? metors wide,
Seamless tubes, almost exclusively of Amerlecan
origin, were used, . . It was observed in only
two sections that seamle. ; pipes of German
(Manneswann) and Russian orizin had also be=n
used.

b, The ends of the pipes vere electrically
welded together except where bends, derivations,
feeder lines and curvatures were inserted.
Lgtimates on the inrer width of the ripes varied
from 30 te 5C em, but vere mostly 35 em. The wall
thickness also w-=s said to be 2 to 3 cm. The
length of the pipes depends on the nature of the
terrain and ranges betvieen 4 and 25 meters. Most
estimates were 12 to 15 meters.

e¢. In most cases insulation is done by virapplng
round stripes of cotton or jute which are Later
tarped. In certain sections the pipes were only
tarred.
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d, 411 the tools used for earth work, especially
the large execavaltors, were of imerilean origin,
The other teeciinical material components of
-Tlttings, pressure regulators, wvalves, measuring
Instruments ete. also came {rom Lmerica.

&, VWhen crossing large rivers, the pipe lino
was embedded in “The bottom of the river.

jAn]

. Auxiliary plants

The information on compressor snd rump stations
for the conveyance of natural zas are conflioting,
Ingineers employed in the constructlon work of
the line stated that the main compressor stabtions
are erected at regular intervals of about 100 to
150 km with intermediate pump stations every 40
to 60 kn. There are alsoc control statlons and
pressure regulators at sraller intervals, aliegedly
every 10 km, The long-distance gas line fuus
parallel tc the main telephone line “aratov-
foscow and the main high road,

25X1A [ |compent :

As Tar as could be determined there are rain
compressor statlons near Saratov (51934'K/46°02°E),
in Kologrivovka, Atkargk (3195071/45000'%)
ittishehevo (52015v8/435%4715 8 Lirsanov (528350117
42943%E}, *ambov {53043'N/41°27'E), Morshansl:
(53026%1/ 41949°E), Hyassn (54040%1/ 39%40°E) and
beTore loscow (55045417 379350E) .

The 843~km long pipe line was rut into eperation in
July 1946, Pull capacity, with a dally szas supply
to lloscow of 1.3 million cublic meters, was reached
in the Summer of 1947,
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